DIGIT 1+2 CODE DIGIT 3 CODE MALEDIGIT 4 + 5 FEMALEDIGIT 6 + 7

il A L A THREAD REFERENCES AS TABLE BELOW
M-F ROUND AJ ALUMINIUM B
ISOMETRIC NPT BSPT BSPP
ADAPTORS M-M AR STEEL €
F-F HEX AU COPPER & 5 SIZE CODE SIZE CODE SIZE CODE SIZE CODE
CEROUND ™~ NON-ASB Mé 01 1/2" 42 12" 52 62
o = STAINLESS £ M8 02 3/4" 43 34" 53 63
i STEEL
REDUCERS ; .
E ROUND = e - M10 03 1 44 1 54 64
R B T = M12 04 11/4" 45 11/4" 55 65
TAMPERPROOF CF NYLON GREY H Ll 1 11727 | 46 12 56 66
HEX HEAD CK SILICONE J M20 12 2 47 2" 57 67
SLOTTED s LEAD L M24 08 3" 49 32 59 69
DRAIN oV GLASS FILLED " M25 13 31/2" 86 4 79 89
INSULATED M x F DB N;‘:(I)-:N% N M28 09 4" 87 SPECIAL 50 60
M32 14 5" 88
INSULATEDMxM | DD CED FIBRE 0
INSULATING INSULATED F x F DE M38 05
EAI?TNHDING EARTHLEAD MxE DG T::II;(:AN (F; M40 15 Normally male thread is specified
first (4+5) Female thread second
EARTH PLATE DK NYLONWHITE | R L) o (647) with items then both M-M
EARTHTAG DM SPECIAL S M63 7 or F-F sets of digits will be used
GLAND EB M75 18
UL STOPPERBOXM-F | (G Mg | 80 o
STOPPER BOX F-F EK DIGT8  APPROVALS M90 81 department for advice.
UNION M-F FB M100 82
UNION F-F FL SPECIAL 10 | SPECIAL| 40
ADAPTING UNION M-M FE
AIDS RIGHTANGLEM-F | FG
RIGHT ANGLE F-F FN EXAMPLES
RIGHTANGLEM-M | FK
LOCKNUTS GA PART NUMBER
LOCKRINGS cB Adaptor Brass  1/2’NPT  M20F EExd
LOCKING AB A ) 12 D = ABA4212D
SERRATED WASHERS | GC
LR GD Reducer ~ GFNylon M50M  1’NPTF  EExe
WASHERS HA BB M 16 44 3 = BBM1644E
IP. AIDS O RINGS HB
SHROUD HC Locknut Brass - M63 -
MALE BUSH LONG JA GA A 00 17 ° = GAA0017
MALEBUSH SHORT | JB
SR Iz Hex Head Plug  ST/ST  2"BSPT - GOST EExd 11CU
\PPLE 5 K E 57 00 v = CKE5700V
ACCESSORIES NIPPLE LONG JE

NIPPLE BARREL JF
COUPLER ROUND JG
COUPLER HEX JH
COUPLER FLANGE JJ

All codes marked I:l cover products which are not certified or have any associated approvals
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