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Project: 1003277 Date Issued: Dec. 3, 1999

Issued To: Raxton Ltd.
Kingsway South, Westgate
Aldridge, West Midlands WS9 8FS
England
Attention: Mr. Anthony Harper

The products listed below are eligible to bear the CSA Mark shown,
with adjacent indicator "C" and "US".

Issued by: J.5.Chin, P.Eng.
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PRODUCTS

CLASS 4418 03 - CONDUIT FITTINGS - Fittings - For Hazardous Locations
CLASS 4418 83 - CONDUIT FITTINGS - Fittings - For Hazardous Locations - Certified to US Standards

Exd IIC .
Class I, Zone 1, AEx d 1IC

Gland Adapters:

iviaterial: Brass or Stainless Steel 316.
Thread form sizes: From 1/2" to 2.1/2" NPT x From M20 to M75. Male or Female within the limits of the certification
drawing and report.

The “C" and "US" indicator adjacent to the CSA Mark signifies that the product has been evaluated to the applicable ANSIUL and CSA Standards, for use
in the US. and Canada. This includes products eligible 1o bear the NRTL indicator. NRTL, ie. Nationally Recognized Testing Laboratory, is a
designation granted by the U.S. Occupational Safety and Health Administration (OSHA) to laboratories which have been recognized to perform
certification to LS. Standards.
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Male Thread

1/2" NPT
34" NPT
1" NPT
1,1/4" NPT
1,1/2" NPT

Female Thread

M20x 1,5
M25x 1,5
M32x 1,5
M40 x 1,5
M50 x 1,5

2" NPT M63x 1,5
2,1/2" NPT MT75x 1,5

Alternate thread forms: NPT x PG, NPT x BSP (Tapered or Parallel), Male or Female within the limits of the
certification drawing and report. These threads forms shall not bear the "US" indicator and the "AEx d" symbol.

NPT Threads Other Thread Forms

1/2" NPT PG11 or 1/2" BSP
3/4" NPT PGlo or 3/4" BSP
1" NPT PG2l or 1" BSP
1,1/4" NPT P20 or 1,1/4" BSP
1,1/2" NPT PG36 or 1,1/2" BSP

2" NPT PG42 or 2" BSP
2, 172" NPT PG48 or 2,1/2" BSP

Gland Reducers:
Material: Brass or Stainless Steel 316.
Thread form sizes: From 1/2 into 2.1/2 in NPT x From M 16 to M63. External or Internal within the limits of the

certification drawing and report. Pitch for all metric fittings is 1.5, and to be of medium fit or better.

External Thread Internal Thread

172" NPT
3/4" NPT
1" NPT
1,1/4" NPT
L1/2" NPT
2" NPT
2,1/2" NPT

Ml6x 1,5
M20x 1,5
M25x 1,5
M32x 1.5
M40 x 1,5
M50 x 1,5
Mo3Ix 1,5

Alternate thread forms : NPT x PG, NPT x BSP (Tapered or Parallel). External and Internal within the limits of the
certification drawing and report. These threads forms shall not bear the "US" indicator and the "AEx d" symbol.
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NPT Thread Other Thread Forms

1/2" NPT PG7

3/4" NPT PGS 1/2" BSP
1" NPT PGl1 3/4" BSP
1,1/4" NPT PGl6 1" BSP
1,1/2" NPT PG21 : 1,1/4" BSP
2" NPT PG29 x 1,1/2" BSP
2,1/2" NPT PG36 2" B5P

Hexagon Plug and Stopping Plug:

Thread form sizes: M20 x 1.5, M25 x 1.5, M32 x 1.5, M40 x 1.5, M50 x 1.5, M63 x 1.5, M75 x 1.5.
Material: Brass or Stainless Steel 316,

Alternate thread forms: PG7, PGY9, PGl1, PG13.5, PGla, PG21, PG29, PG36, PG42, PG48,
BSP (Tapered or Parallel)- 1/2" BSP, 3/4"BSP, 1"BSP, 1.1/4"BSP, 1.1/2"BSP, 2"BSP, 2.1/2"BSP
These threads forms shall not bear the "US" indicator and the "AEx d" symbol.

NOTES:

L. According to the Canadian Electrical Code C22.1-98, Section 18-106 (3), for Group IIC atmospheres, tapered
threads shall have at least five fully engaged threads, and non-tapered shall have at least 8 fully engaged threads.

According to the National Electrical Code 1999, Section 505-3(b)(2), metric threads shall comply with the ISO
Standards, ISO 965-1 and 1SO 965-3.

APPLICABLE REQU MENTS

CAN/CSA-E79-0-95 Electrical apparatus for explosive gas atmospheres Part 0. General
requirements.

CAN/CSA-ET79-1-95 Electrical apparatus for explosive gas atmospheres Part 1: Construction
and verification test of flameproof enclosures of electrical apparatus.

L 2279, 1997 - Electrical Equipment for Use in Class I, Zone 0,1, and 2
Hazardous (Classified) Locations

IEC 60079-0:1998 - FElectrical apparatus for explosive gas atmospheres Part 0: General
requirements.

IEC 60079-1:1998 - Electrical apparatus for explosive gas atmospheres Part [: Construction
and verification test of flameproof enclosures of electrical apparatus.
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